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SH150 Series ¢ Inductors for National's 150KHz Simple Switcher™

SH150 Series low cost toroidal inductors, designed for use
with National Semiconductor's 150KHz Simple Switcher™ Part
Numbers LM259X-L1 through LM259X-L44 and LM258X-L

Features
» High energy storage with minimum saturation
+ High stability from no load to full load
+ Available in both SMD and TH versions
» Manufactured in 1ISO 9001:2015 and
ISO 14001:2015 certified Talema facility
* Meets lead free reflow level J-STD-020C
* Fully RoHS & REACH Compliant

Electrical Specifications @25°C

Test frequency: Inductance measured @20KHz / 10mV
Test voltage between windings: 500Vrms

Operating temperature range: -40°C to +125°C
Climatic Category: IEC68-1 40/125/56

Part National Rated Ly /Lo ETop DCR Energy Package
Part Current (uH) (V-pSec) Storage
Number Number (ipc) +20% Max. (Ohms) (nJ)
"s" "C" & "T"
SH150_-0.13-259 LM-259X-L1 0.13 259 23.1 3.40 2
SH150_-0.16-178 LM-259X-L2 0.16 178 16.5 2.80 2
SH150_-0.20-118 LM-259X-L3 0.20 118 13.2 1.80 2
SH150_-0.25-79 LM-259X-L4 0.25 79 9.9 1.50 2 S1 ™
SH150_-0.30-55 LM-259X-L5 0.30 55 6.6 1.00 2
SH150_-0.34-39 LM-259X-L6 0.34 39 6.6 0.80 2
SH150_-0.45-26 LM-259X-L7 0.45 26 6.6 0.62 3
SH150_-0.20-374 LM-259X-L8 0.20 374 75.9 2.70 7
SH150_-0.25-256 LM-259X-L9 0.25 256 33.0 2.20 8
SH150_-0.30-176 LM-259X-L10 0.30 176 26.4 1.40 8
SH150_-0.38-118 LM-259X-L11 0.38 118 19.8 1.20 9
SH150_-0.46-78 LM-259X-L12 0.46 78 16.5 0.80 8 S2 T2
SH150_-0.56-55 LM-259X-L13 0.56 55 13.2 0.50 9
SH150_-0.68-39 LM-259X-L14 0.68 39 9.9 0.30 9
SH150_-0.84-26 LM-259X-L15 0.84 26 6.6 0.20 9
SH150_-1.02-17 LM-259X-L16 1.02 17 6.6 0.10 9
SH150_-0.36-375 LM-259X-L17 0.36 375 759 1.30 24
SH150_-0.44-252 LM-259X-L18 0.44 252 49.5 0.90 24
SH150_-0.54-173 LM-259X-L19 0.54 173 36.3 0.60 25
SH150_-0.67-115 LM-259X-L20 0.67 115 29.7 0.40 26
SH150_-0.82-78 LM-259X-L.21 0.82 78 231 0.30 26 S3 n3
SH150_-1.0-54 LM-259X-L22 1.00 54 16.5 0.20 27
SH150_-1.2-38 LM-259X-L23 1.20 38 13.2 0.10 27
SH150_-1.48-26 LM-259X-L24 1.48 26 9.9 0.10 28
SH150_-1.81-18 LM-259X-L25 1.81 18 9.9 0.06 29
SH150_-0.68-377 LM-259X-L26 0.68 377 75.9 1.00 87
SH150_-0.83-248 LM-259X-L27 0.83 248 72.6 0.60 85
SH150_-1.02-168 LM-259X-L.28 1.02 168 56.1 0.40 87
SH150_-1.26-112 LM-259X-L29 1.26 12 429 0.30 89
SH150_-1.54-77 LM-259X-L30 1.54 77 33.0 0.20 91 S4 T4
SH150_-1.87-53 LM-259X-L31 1.87 53 26.4 0.13 93
SH150_-2.24-37 LM-259X-L32 2.24 37 19.8 0.10 93
SH150_-2.74-24 LM-259X-L33 274 24 16.5 0.07 90
SH150_-3.00-17 LM-259X-L34 3.00 17 13.2 0.05 77 C1 - T4
SH150_-1.5-250 LM-259X-L35 1.50 250 72.6 0.23 281
SHEA C3 - THEA

SH150_-1.81-168 LM-259X-L.36 1.81 168 759 0.18 275
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SH150 Series

Electrical Specifications @25°C

Inductors for National's 150KHz Simple Switcher™

National Rated ET Ener:
Part Number Part Current Ly (HH) (V-pSO:C) DCR Stora%); Package
Number (Ibc) £20% Max. (Ohms) (nJ)
"s" "C" & "T"

SH150_-2.22-114 | LM-259X-L37 2.22 114 62.7 0.10 281
SH150_-2.70-77 LM-259X-L38 2.70 77 52.8 0.09 281
SH150_-3.00-53 LM-259X-L39 3.00 58] 429 0.08 239 SHeA C3 - THEA
SH150_-3.00-38 LM-259X-L40 3.00 38 29.7 0.05 171
SH150_-3.00-25 LM-259X-L41 3.00 25 19.8 0.04 113 S5 F2-C2
SH150_-2.50-167 | LM-259X-L42 2.50 167 75.9 0.14 522 SHC7 ca
SH150_-3.00-110 | LM-259X-L43 3.00 110 75.9 0.09 495
SH150_-3.00-77 LM-259X-L44 3.00 77 59.4 0.08 347 SHEA C3 - THEA
SH150_-4.50-19 LM-258X-L 4.50 19 32.0* 0.02 192

* Note: ET, for P/N SH150_-4.50-19 is based on a frequency of 100KHz.
All other items are rated at 150KHz. Simple SwitcherTM is a trademark of National Semiconductor Corporation.

Dimensions

Type SHS - Surface Mount

Suggested Pad Layout

Type SHT - Through Hole Mount
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Type SHC - Clip Mount
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Regional Locations - Design, Manufacturing, Sales & Marketing

North America

United States
(Sales & Marketing)

TalemaGroup, LLC

PO Box 935

900 Innovation Drive
Suite 120, Rolla

Missouri 65402

Tel: +1 573-303-3675
E-Mail:
sales@talemagroup.com
Web: www.talema.com

Germany
(Design, Sales & Marketing)

Talema Elektronik GmbH
Sembdnerstr. 5

82110 Germering

Tel: +49 89-84100-0
Fax: +49 89 - 841 00 25
E-Mail: info@talema.de
Web: www.talema.com

Talema Group Regional Offices

Asia

India
(Design, Manufacturing, Sales & Marketing)

Administrative Office Factory Premises

Talema Electronic India Private Limited Talema Electronic India Private Limited
Door No. 221, 1st and 2nd Floor Plot Nos. 30, 31 Electrical and Electronic
KJ Plaza, Opp.to Vidya Mandir School Industrial Estate

Meyanoor Main Road Suramangalam

Salem - 636 004 Tamil Nadu INDIA Salem - 636 005 Tamil Nadu INDIA

Tel: +91 427 - 243 3100 Tel: +91 427 - 243 3000

Fax: +91 427 - 243 3109 E-Mail: talema@talemaindia.net

E-Mail: talema@talemaindia.net Web: www.talema.com

Web: www.talema.com

Europe
Ireland _ Czech Republic
(Design, Sales & Marketing) (Design, Manufacturing, Sales & Marketing)
Nuvotem TEO NT Magnetics s.r.o.
Units W & X, Gweedore Business Park Chebska 27
Derrybeg, Letterkenny, Co. Donegal 322 00 Plzefi
Tel: +353 (0) 74 95 48666 Tel: +420 377 - 338 351
Fax: +353 (0) 74 95 48139 Fax: +420 377 - 338 350

E-Mail: info@nuvotem.com
Web: www.nuvotem.com

E-Mail: talema@talema.cz
Web: www.ntmagnetics.cz

Locations of Talema Group Regional Offices
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